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        Mipro - ACT-747 - Receiver
      

      Manufacturer:

      
        Mipro
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      Equipment:

      
        ACT-747
      

      Date:

      
        
      

      Category:

      
        
          Radio Communication

      Group:

      
        Receiver

      Sub Group:

      
      

      
        Information

      

      
        
        
          1.
 FREQUENCY RANGE
 482.0~698.0MHz(US)、482.0~790.0MHz(CE)
2.
 SWITCHING BANDWIDTH
 72 MHz
3.
 FREQUENCY
 Pre-programmed 352 switch-able frequency
4.
 RECEIVING MODE
 PLL true diversity receiving
5.
 RATED
 ±40KHz
6.
 DE-EMPHASIS
 25s
7.
 FREQUENCY RESPONSE
 50Hz TO 15KHz ±3dB
8.
 SENSITIVITY
 +6dBV FOR 80dB S/N Type
9.
 IMAGE REJECTION
 74dB
10. SPURIOUS REJECTION
 70dB
11. INTERMODULATION REJECTION
 >78dB
12. ULTIMATE S/N
 109dBA Type
13. DISTORTION(15KHz DEV AT 1KHz)
 Less Than 0.15% Type
14. DISPLAY
 VFD Control Panel
15. WEIGHTS
 APPROX. 3.4Kg
4 × MALE
 XLR-3
 BALANCED
16. AUDIO OUTPUT
1 × MALE XLR-3 BALANCED SOCKECTS (MIX OUTPUT. )
USB or RS-232 interface, Proprietary MIPRO
17. NETWORKING INTERFACE
ACT-BUS
18. POWER SUPPLY
 100~240V AC / 12V~15V DC
19. CURRENT DRAIN
 APPROX. 1.7A.
20. DIMENSION (m/m)
 482(W)×260(D)×44(H).
21. ENVIRONMENTAL
 FULL SPECS -10° ~ 60°C
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