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        Norlin Music - MPP-274A - Effect Processor
      

      Manufacturer:

      
        Norlin Music
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            If you have any other photos or manuals for the

            
              Norlin Music MPP-274A
            
            you can
            upload the files here.
          
        

      


      Equipment:

      
        MPP-274A
      

      Date:

      
        
      

      Category:

      
        
          Professional music equipment

      Group:

      
        Effect Processor

      Sub Group:

      
      

      
        Information

      

      
        
        
           The Maestro Stage Phaser generates variable or preset
phasing speed effects for guitar, bass and other
electroacoustical music signals.

Input Impedance..............1 megohm

Maximum Recommended

Input Level..................- lOdBm

Output Impedance ............10K ohms

Insertion Loss................Odb

Output Noise ................- 85dBm

Phasing Stages................6

Range of Variable SPEED

Control ....................0.10 Hz to 6.5 Hz

Frequency of Speed “1”........2.0 Hz

Frequency of Speed “2”........6.0 Hz

Power Requirements:

Battery Operation (Excludes

Lamp Current)................9 VDC at 3.5

milliamperes

nominal

External DC Source Operation. ... 12 VDC at 150

milliamperes

Maestro Battery Eliminator...... 115-230 VAC,

50-60 Hz, 3 watts Recommended Battery Type .... NEDA 1604
Estimated Battery Life..........100 hours
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          These documentations are only intended for qualified technicians who are aware of the respective safety regulations.
        

        
          Trademarks and Copyrights used herein are the property of their respective owners.
        

        
          These manuals are for personal use only.
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