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        Sony - SA-WMSP75 - Subwoofer
      

      Manufacturer:

      
        Sony
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            If you have any other photos or manuals for the

            
              Sony SA-WMSP75
            
            you can
            upload the files here.
          
        

      


      Equipment:

      
        SA-WMSP75
      

      Date:

      
        2004
      

      Category:

      
        
          Audio Video TV Multimedia

      Group:

      
        Subwoofer

      Sub Group:

      
      

      
        Information

      

      
        
        
          POWER OUTPUT AND TOTAL HARMONIC DISTORTION:
With 6 ohm loads, from 28 – 200 Hz; rated 75
watts (SA-WMSP75) / 100 watts (SA-WMSP85),
minimum RMS power, with no more than 0.8%
total harmonic distortion from 250 milliwatts to
rated output (Models of area code U only).

Speaker system
 Active subwoofer,
magnetically shielded

Speaker unit
Enclosure type
Woofer: 20 cm cone type
Acoustically loaded bass reflex

Continuous RMS power output
(6 ohms, 20 – 250 Hz)
SA-WMSP75
 75 W
SA-WMSP85
 100 W
Reproduction frequency range
28Hz – 200 Hz
High frequency cut-off frequency
150 Hz
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          These documentations are only intended for qualified technicians who are aware of the respective safety regulations.
        

        
          Trademarks and Copyrights used herein are the property of their respective owners.
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