


  
    
      [image: Logo of Lost Manuals]
    

    
      .....obsolete user manuals, a lot of repair manuals, free service
        manuals, rare
        schematic diagrams, usefull service instructions, pdf books, how to repair instructions, lost operating manuals,
        old handbooks, tons of part lists, hidden service bulletins, your instruction books, informative repair tips,
        complete disassembly routines..... 

    

  




  
    
      
    
  

  
  	Home
	Manufacturers
	Categories
	Upload
	News
	
      
      
        
        
              English (change) 
            

              Deutsch (ändern) 
            


      

    





  

  What are you looking for?

  
    
      
      
    

  

  
  



  
  
  

  
  
  

    
      [image: ]
      
      
        
        
      
      
        

      

    


    
      
        Tektronix - 2467B - Oscilloscope
      

      Manufacturer:

      
        Tektronix
      

      

        
          [image: a pic of the equipment]
          
            
              Image 1 of 1 
            

          

          
            
              Previous

              Next

            
          


          
            If you have any other photos or manuals for the

            
              Tektronix 2467B
            
            you can
            upload the files here.
          
        

      


      Equipment:

      
        2467B
      

      Date:
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      Category:

      
        
          Measurement instruments

      Group:

      
        Oscilloscope

      Sub Group:

      
      

      
        Information

      

      
        
        
          The TEKTRONIX 2465B and 2467B Oscilloscopes are portable 400-MHz bandwidth instruments having four-channel vertical deflection systems. Channel 1 and Channel 2 provide calibrated deflection factors from 2 mV per division to 5 V per division. For each of these channels, input impedance is selectable between two values: either
1 MΩ in parallel with 15 pF, or 50Ω internal termination. Input-signal coupling with 1 MΩ impedance can be selected as either AC or DC. Channel 3 and Channel 4 have deflection factors of either 0.1 V or 0.5 V per division. Each of these channels has an input impedance of 1 MΩ in parallel with 15 pF, with DC input-signal coupling.
The trigger system works automatically for most signals. They operate in various modes, from any channel, with couplings for a wide range of signals. The trigger system gives stable displays from dc to 500 MHz.

The horizontal deflection system provides calibrated sweep speeds from 1.5 s per division to 500 ps per division, including the effects of the X10 magnifier and the calibrated variable between the 1-2-5 steps. Horizontal displays include A-Sweep, B-Sweep (delayed), A alternated with B, and CH 1 (for X/Y displays).
The AUTO, SAVE, and RECALL features save time and prevent errors. Pressing the AUTO Setup button gives a workable setup for almost any signal. For repetitive measurements, the Save and Recall functions record and immediately or sequentially restore as many as 30 instrument setups. The SETUP buttons operate all instrument functions, including the extended function options.

Direct, on-screen readouts of time measurements, voltage measurements, scale factors, trigger levels, and auxiliary information also save time and improve operator confidence.

The 2467B yields 4 divisions/ns visual writing rate. This is about 100 times faster than conventional, high-performance oscilloscopes. The 2467B visibly displays any signal, at any repetition-rate, at any sweep speed, in typical room light. Visible single-shots include 1 ns steps at 500 ps/division.
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          These documentations are only intended for qualified technicians who are aware of the respective safety regulations.
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