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      Equipment:

      
        P2200
      

      Date:

      
        2002
      

      Category:

      
        
          Measurement instruments

      Group:

      
        Probe

      Sub Group:

      
      

      
        Information

      

      
        
        
          P2200 Passive Voltage Probe

The P2200 200 MHz Passive Voltage Probe
permits selection of 1X or 10X attenuation,
using a switch located on the probe head.
This probe is compatible with general purpose
oscilloscopes having an input capacitance
between 15 and 25 pF.

Characteristics
X10 Position
Bandwidth – DC: 200 MHz.
Probe Length – 1.5 m.
Attenuation Ratio – 10:1
Compensation Range – 15 to 25 pF.
Input Capacitance – 13.0 to 17.0 pF.
Input Resistance – 10 MΩ.
Maximum Input Voltage – 300 V CAT II.
X1 Position
Bandwidth – DC: 6 MHz.
Probe Length – 1.5 m.
Attenuation Ratio – 1:1.
Compensation Range – All scopes with 1 MΩ input.
Input Capacitance – 110 pF.
Input Resistance – 1 MΩ.
Maximum Input Voltage – 150 V CATII.

        
      

      
        show more

      

      
    

  
  


  1 Manual
  

  
    

    
      
        Datasheet

      

      Manual type:

      Datasheet

      
        
          
            
            [image: Manual preview]
          
        
      

      
      Pages:

      2

      Size:

      72.7 KB

      Language:

      english

      Revision:

      

      Manual-ID:

      60W-15656-0 

      Date:

      
      January 2002

      
      Quality:

      Electronic document, no scan, very well readable.

      Upload date:

      Dec. 27, 2017

      MD5:

      c8a6e971-38e8-1b94-255e-0fe93af45c65

      
        

        

      
      Downloads:

      328

      Download
      

      
        
          
          
          
          [image: ]
        

      

    

  
  


  
  


  
  



  
    
      
        
      
    

    
      	Imprint
	Privacy
	Links
	Statistics
	info@lost-manuals.com


      
        
          These documentations are only intended for qualified technicians who are aware of the respective safety regulations.
        

        
          Trademarks and Copyrights used herein are the property of their respective owners.
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