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4.1.6.3(a) Motor Test

Item

Discription

Main Motor

If motor lock signal is normal, “Successed” message will be displayed.
When motor lock signal is abnormal, “failed” message will be displayed.
When “Upper Level” is pushed, “off” message will be displayed.

4.1.6.3(b) Solenoid Test

Item Discription

Dev Clutch When “select” key is pushed, “Dev Clutch ON" message will be displayed. “Upper Level” is
pushed, "Dev Clutch Off" message will be displayed.

Relay 1 When “select” key is pushed, “1 Relay ON" message will be displayed. “Upper Level” is
pushed, "1 Relay Off” message will be displayed on.

Relay 2 When “select” key is pushed, “2 Relay ON" message will be displayed. “Upper Level” is
pushed, "2 Relay Off" message will be displayed.

Relay 3 When “select” key is pushed, “3 Relay ON" message will be displayed. “Upper Level” is
pushed, “3 Relay Off” message will be displayed.

Y Toner When “select” key is pushed, “Y Toner ON” message will be displayed. “Upper Level” is
pushed, “Y Toner Off” message will be displayed.

M Toner When “select” key is pushed, “M Toner ON” message will be displayed. “Upper Level” is
pushed, “M Toner Off” message will be displayed.

C Toner When “select” key is pushed, “C Toner ON” message will be displayed. “Upper Level” is
pushed, “C Toner Off” message will be displayed.

K Toner When “select” key is pushed, “K Toner ON” message will be displayed.“Upper Level” is
pushed, “K Toner Off” message will be displayed.

Regi Clutch When “select” key is pushed, “REGI Clutch ON” message will be displayed. “Upper Level” is
pushed, “REGI Clutch Off” message will be displayed.

T2 Clutch When “select” key is pushed, “T2 Clutch ON" message will be displayed. “Upper Level” is
pushed, “T2 Clutch Off" message will be displayed.

ITB Clutch When “select” key is pushed, “ITB Clutch ON" message will be displayed. “Upper Level” is
pushed, “ITB Clutch Off” message will be displayed.

Trayl Clutch When “select” key is pushed, “Trayl Clutch ON" message will be displayed. “Upper Level” is
pushed, “Trayl Clutch Off” message will be displayed.

Tray2 Clutch When “select” key is pushed, “Trayl Clutch ON” message will be displayed. “Upper Level” is
pushed, “Trayl Clutch Off” message will be displayed.

Regi. Sensor If actuator is checked by sensor, “Without Paper” message will be displayed.
if not, “With Paper” message will be.

Exit Sensor If actuator is checked by sensor, “Without Paper” message will be displayed.
if not, “With Paper” message will be.

Waste Box If waste Box exists , “Installed” message will be displayed.
If not, “Not Installed” message will be.
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Item Discription

Cover If cover is opened, " Opened" message will be displayed.
If not, "Closed" message will be.

Trayl Empty If paper exists in the tray, "With Paper" will be displayed.
If not, "Without Paper" message will be.

Tray2 Empty If paper exists in the tray, "With Paper" will be displayed.
If not, "Without Paper" message will be.

4.1.6.3(b) Solenoid Test

Item Discription

LSU Motor If LSU motor lock signal is normal, "Successed" message will be displayed.
When LSU motor lock signal is abnormal , “failed” message will be displayed.
When “Upper Level” is pushed, “off” message will be displayed.

LSU Power When “select” key is pushed, “LSU Power On” message will be displayed.
If not, “LSU Power Off” message will be.

Laser Diode When select key is pushed, Laser Diode On message will be displayed.
If not, Laser Diode Off message will be.

Eraser When select key is pushed, Eraser On message will be displayed .
If not, Eraser Off message will be.

Fuser When select key is pushed, Fuser On message will be displayed.
If not, Fuser Off message will be.
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4.1.6.3(d) HVPS Test

Item

Discription

Charger

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

T1

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

T2

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

T2 REVERSE

When “select” key is pushed, “T2 REVERSE On” message will be displayed.

If not, “T2 REVERSE Off* will be.

Dev DC

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

Dev AC Vpp

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

Dev AC

When “select” key is pushed, “DUTY : x%*” message will be displayed.

And then Left/Right arrow is selected, x% is increased or decreased.
And “DUTY : x%” message will be displayed. * is disappeared.

And then “select” key is pushed, x%*” message will be displayed.
When “Upper Level” is pushed, * is disappeared.

Charger

Duty : 50% -> “-789V”, Range : -81V ~ -1689V

T1

Duty : 50% -> “1159V”,  Range : 122V ~ 2188V

T2

Duty : 50% -> “2552V”, Range : 264V ~ 4730V

Supply DC

Duty : 50% -> “-269V”, Range : -1V ~-591V

AC, Vpp

Duty : 50%-> “1210V” , Range : 800V ~ 2160V

Service Manual
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4.1.6.3(e) Maintenance

Item Discription

Fuser When “select” key is pushed, “Initialized” message will be displayed.
When “Upper Level” is pushed, “Off’ message is disappeared.

Transfer When “select” key is pushed, “Initialized” message will be displayed.

When “Upper Level” is pushed, “Off’ message is disappeared.

FCF Pick Up Roll

When “select” key is pushed, “Initialized” message will be displayed.

When “Upper Level” is pushed, “Off’ message is disappeared.

SCF Pick Up Roll

When “select” key is pushed, “Initialized” message will be displayed.

When “Upper Level” is pushed, “Off" message is disappeared.

ITB When “select” key is pushed, “Initialized” message will be displayed.
When “Upper Level” is pushed, “Off’ message is disappeared.
- 4-21 -
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4.2 Troubleshooting

4.2.1 Procedure of Checking the Symptoms

Before attempting to repair the printer first obtain a detailed description of the problem from the customer.

Power On

- No Power
No - Power Module error
—
- Main PBA error
- Panel PBA error

Green LED on?

Yes

Ready or No Error LEDON? _— Y85 »
Power save

Yes
No

A

Test Print

printing
Quality is No
Nomal?

Refer to "Solution
of Image Problem"

——

Yes

END

Refer to
4.1.8 LED Status
Error Message
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4.2.2 Troubleshooting Checklist

If the printer is not working properly, consult the following checklist. If the printer does not pass a step, follow
the corresponding troubleshooting suggestions.

Status

Response

Make sure that the Status LED
on the control panel is green and
“Ready” is shown on the Smart
Panel program window.

« If the Status LED is off, check the power cord connection. Check the power
switch. Check the power source by plugging the power cord into another
outlet.

« If the Status LED blinks or lights red, solve the problems.

Print a demo page to verify
that the printer is feeding paper
correctly.

« If a demo page does not print, check the paper supply in the paper tray.
« If the paper jams in the printer, go to “Clearing Paper Jams”

Check the demo page to see if it
is printed correctly.

If there is a print quality problem, go to “Solving Print Quality Problems”

Print a short document from a
software application to verify that
the computer and printer are
connected and communicating
correctly.

* If the page does not print, check the cable connection between the printer
and the computer.

* Check the print queue or print spooler to see if the printer has been
paused.

» Check the software application to ensure that you are using the proper
printer driver and communication port. If the page is interrupted during
printing, go to “Solving General Printing Problems”

If completing the checklist
does not resolve the printer
problem, check the following
troubleshooting sections.

* See “Solving General Printing Problems”
* See “Solving Print Quality Problems”

+ See “Common Windows Problems”

+ See “Common Macintosh Problems”

+ See “Common Linux Problems”

Service Manual
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4.2.3 Solving General Printing Problems

For problems with the operation of your printer, refer to the table for suggested solutions..

The printer does not print.
< Check and Cause > < Solution >

Check the power cord connections.
Check the power switch and the
power source.

The printer is not
receiving power.

The printer is not
selected as the default printer.

Select Samsung CLX-3185 series
as your default printer.

Check the printer
for the following:
- The printer cover is not closed.
* Paper is jammed.

-\N{paper is loaded.
- A toner cartridge is not installed.

- Close the printer cover.

* Clear the paper jam.

- Load paper.

* Install the toner cartridge.

Check the message on the Smart
Panel program window, add paper
to the tray and press the Stop
button on the control panel.

The printer may be in
manual feed mode and out of paper.

The connection cable
between the computer and the
printer is not connected

properly.

Disconnect the printer cable and
reconnect it.

Countinue..
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Countinue.. ‘

The connection cable
between the computer and the
printer is defective.

The port setting is incorrect.

The printer may be
configured incorrectly.

The printer driver
may be incorrectly installed.

The printer is malfunctioning.

D

End

C

Alignment & Troubleshooting

If possible, attach the cable to
another computer that is working
properly and try to print a
document. You can also try using a
different printer cable.

-
Check the Windows printer setting

N

to make sure that the print job is
sent to the correct port. If the
computer has more than one port,
make sure that the printer is
attached to the correct one.

-

N

Check the printer properties to
ensure that all of the print settings
are correct.

Reinstall the printer driver; see the
Software Section. Try printing a
test page.

Check the LEDs on the control
panel to determine if the printer is
indicating a system error.

Service Manual
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C Check and Cause ) C Solution )

Remove paper from the tray and
reload it correctly.

Check that the paper guides are
set correctly.

Paper has been loaded incorrectly.

Remove excess paper from the

There is too much paper in the tray. tray

Use only paper that meets printer

The paper is too thick. specifications.
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print job is extremely slow.
< Check and Cause > < Solution >

Reduce the complexity of the
page(s) or try adjusting the print
quality settings.

Adjust the print quality settings,
such as reducing the resolution. If
you have set the resolution to
2400dpi [Best], change it to 1200dpi
[Normal] or 600dpi [Draft]. See the
Software section.

Change the port setting to the USB
or network port to improve print
speed. Your printer prints A4-sized
paper at 16 ppm in black and white
mode and 4 ppm in color mode.

The job may be very complex.

From the Start menu, choose
Settings and Printers. Right-click
the Samsung CLP-31x series
printer icon, choose Properties,
click the Details tab, and then
choose the Spool Settings button.

Select the desired spool setting.
End -

If using Windows 98/Me, the
Spooling Setting may be set
incorrectly.
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Description lank.

C Check and Cause )

The page orientation
setting may be incorrect.

The paper size and
the paper size settings do not
match.

e

Service Manual

C Solution )

Change the page orientation in
your application. For details, see
the Software Section.

( Ensure that the paper size in the
printer driver settings matches the
paper in the tray.

Or, ensure that the paper size in the
printer driver settings matches the
paper selection in the software

\application settings you use.
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Description jamming.
C Check and Cause ) C Solution >

Remove excess paper from the tray.
Check that the paper guides are set
correctly.

There is too much
paper in the tray.

An incorrect type of
paper is being used.

Use only paper that meets printer
specifications.

After opening the front cover,
remove the imaging unit and then
clear the debris.

There may be debris
inside the printer.

e
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e printer prints, but the text is wrong, garbled, or incomplete.
< Check and Cause > < Solution >

Disconnect and reconnect the
printer cable. Try a print job that you
have already printed successfully. If
possible, attach the cable and
printer to another computer and try
a print job that you know works.
L Finally, try a new printer cable.

The printer cable is
loose or defective.

e A
Check the application's printer
selection menu to ensure that your
printer is selected.

\ J

The wrong printer
driver was selected.

The software
application is malfunctioning.

Try printing a job from another
application.

Exit Windows and reboot the
computer. Turn the printer off and
then back on again.

The operating system
is malfunctioning.

e
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Description ohotos is not good.
r.

C Check and Cause )

The resolution is set
to 1200dpi [Normal] or 600dpi [Draft].

The resolution of the
photo is very low.

End

Service Manual

C Solution >

-

N

Change the resolution to 2400dpi
[Best] and then try printing again.

-

N

If you increase the photo size in the
software application, the resolution
will be reduced. Reduce the photo
size.

~
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4.2.4 Solving Print Quality Problems

Dirt inside of the printer or improper paper loading may reduce print quality. See the table below to
troubleshoot problems.

1) Light or faded print

ﬁ: gg < Check and Cause > < Solution >

Aa~HCc |

N
The toner supply is low. You may be
able to temporarily extend the toner
cartridge life. If this does not
improve print quality, install a new
toner cartridge.

1. If a vertical white streak
or faded area appears on
the page

J
A
2. The paper may not meet .
paper specifications Check the paper type and quality.
J

3. A combination of
faded or smeared defects may
indicate that the printer
needs cleaning

Check the inside for the printer.

4. High voltage terminal is
contaminated by the toner. So the

contact is unstable. Or the output of
the HVPS is abnormal.

e

Clean the HVPS terminal.
If the problem persists, replace
the HVPS board.
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2) Toner specks

D

AaBhCc:
Aa, ] C_C
Aak . CC ( Check and Cause >
AalzhCc:
The paper may not meet specifications
( End
Service Manual

< Solution >

Check the paper type and quality.
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3) Dropouts

AaBbCc

AaBbCc

AaB bCC < Check and Cause > < Solution >
AaRbCc |
AaBLCc

1. If generally rounded,
faded areas occur randomly
on the page

A single sheet of paper may be
defective. Try reprinting the job.

2. The moisture
content of the paper is uneven
or the paper has moist spots
on its surface.

Try a different brand of paper.

The manufacturing process can
cause some areas to reject toner.
Try a different kind or brand of paper.

3. The paper lot is bad.

See "Vertical repetitive defects" on

4. The toner cartridge may be defective.
the next page.

e
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4) Vertical lines

AaBbh(Cq
AaBh(Cq
AaBbCc
AaBh(Cc
AaBhCc

< Check and Cause > < Solution >

L e vV w9y &7 w7

L U G _—_— .

e A
Aimaging unit has probably been
scratched.

Remove the imaging unit and install

a new one.
S J

1. If black vertical
streaks appear on the page

s A
Clean the inside of the printer. If you
still have the same problems,

replace the imaging unit with a new

one.
S J

2. If white vertical
lines appear on the page

3. Foreign matter stuck
onto the window of internal lenses
of LSU mirror.

Clean the LSU window with
recommended cleaner(IPA).

e
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5) Color or Black background

AaBbCc
AaBbCc
AaBbCc
AaBbCc
AaBbCc

< Check and Cause >

1. If the amount of
background shading becomes
unacceptable, the procedures below
may fix the problem.

2. heck the printer's environment

C

End

D

Service Manual

3. No charge voltage in the HVPS board.

Alignment & Troubleshooting

< Solution >

Change to lighter weight paper.

-

N

1. very dry (low humidity) or high
humidity (higher than 80% RH)
conditions can increase the
amount of background shading.

2. Remove one of the old toner
cartridges and install a new one.

-

\

Clean the high voltage charge
terminal.

If the problem persists, replace the
HVPS board.
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6) Toner smear

AaBbCc
AaBhCc
AaBhCc
AaBbCc
AaBbCc

< Check and Cause >

Alignment & Troubleshooting

< Solution >

1. Toner smear

install a new one.

1. Clean the inside of the printer.
2. Check the paper type and quality.
3. Remove the imaging unit and

e

Service Manual
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7) Vertical repetitive defects

AaBbCc
AaBbCc

AaBbCc < Check and Cause >

AaBbCc_ |
AaBbCc

1. If marks
repeatedly appear on the
printed side of the page at
even intervals

2. Parts of the printer
may have toner on them.

3. The fusing assembly
may be damaged.

e

Service Manual
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< Solution >

( A
Clean the inside of the printer.

After cleaning the inside of the
printer, if you still have the same
problems, install a new toner
\cartridge of the problem color.

e N
If the defects occur on the back of
the page, the problem will likely

correct itself after a few more pages.
\ Y

Contact a service representative.
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8) Background scatter

< Check and Cause > < Solution >

The paper may be too damp. Try
printing with a different batch of
paper. Do not open packages of
paper until necessary so that the
paper does not absorb too much
moisture.

1. Background
scatter results from bits of
toner distributed on the
printed page.

Change the printing layout to avoid
printing over areas that have
overlapping seams on the reverse
side. Printing on seams can cause
\problems.

2. If background scatter
occurs on an envelope.

3. If background
scatter covers the entire surface
area of a printed page

e

Adjust the print resolution through
your software application or via the
printer properties window.
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9) Misformed characters

AaBbCc
AaBbCc_
AaBbCc
AaBbCc_
AaBbCc

< Check and Cause >

Alignment & Troubleshooting

< Solution >

1. If characters are
improperly formed and producing
hollowed images

The paper stock may be too slick.
Try a different paper.

2. If characters are
improperly formed and producing
a wavy effect.

The printer may need service.
Verify that it also occurs on a demo

page.

e

Service Manual
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10) Page skew

AaBhce

QaaBngCC ( Check and Cause > < Solution >

AaBbCe |
AaBbce

Ensure that the paper is loaded
1. Page skew properly.

2. The paper may not meed Check the paper type and quality.

specifications

3. Ensure that the paper
or other material is loaded correctly

e

The guides are not too tight or too
loose against the paper stack.
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11) Curl or wave

AappCC _
AaBbCC < Check and Cause > < Solution >

AappCC |

Ensure that the paper is loaded
properly.

Both high temperature and high

2. Check the paper type and quality. humidity can cause paper curl.

Also try rotating the paper 180j in
the tray.

3. Turn the stack of
paper over in the tray.

e

Service Manual Samsung Electronics



Alignment & Troubleshooting

12) Wrinkles or creases

AabbCc

AaBbCc
AaBbbCc ( Check and Cause >
AaBbCc |

AaBbCc

< Solution >

Ensure that the paper is loaded
properly.

1. Wrinkles or creases

2. The paper may not meed Check the paper type and quality.

specifications

Also try rotating the paper 180j in
the tray.

3. Turn the stack of paper
over in the paper tray.

e
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13) Back of printouts aredirty

AaBbCc
AaBbCc

AaBbCc
AaBbCc

< Check and Cause >

BbCc

< Solution >

1. Does character

3. Has the life span of the
developer ended?

4. |s the movement
(Up and Down) of the transfer
roller smooth?

5. Is the HVPS normal?

e

Service Manual

exist less than 2% per a page, and
hasn't it been used long time?

2. Does recycle paper be used?

The toner cartridge is basically
designed to print 3,000 sheets with
5% image. If it prints more than
3,000 sheets (around 5,000 sheets)
with 2% image, a background can
be occurred.

-

-

The B/S is not guaranteed if using
recycle paper.

Replace the developer when the life
span of it has been ended.

Clean the bushing part of the
transfer roller.

If the problem is still not solved,
replace the developer.
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14) Solid Color or Black pages

< Check and Cause > < Solution >

Remove the toner cartridge and
reinsert.

1. The toner cartridge may
not be installed properly.

2. The toner cartridge may
be defective and need
replacing.

Install a new toner cartridge.

3. The printer may require repair. Change HVPS.

e
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15) Loose toner

AaBb(c

< Check and Cause >

< Solution >

Clean the inside of the printer.

1. Loose toner

2. The paper may not meed Check the paper type and quality.

specifications

3. The Toner Cartridge
may be defective and
need replacing.

Install a new toner cartridge.

4. If the problem persists,

the printer may require repair. Contact a service representative.

e

Service Manual Samsung Electronics



Alignment & Troubleshooting

16) Character Voids

< Check and Cause > < Solution >

1. You may be printing on the wrong
surface of the paper. Remove the
paper and turn it over.

2. The paper may not meet paper
specifications.

1. Character voids are
white areas within characters that should
be solid black

e
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17) Horizontal stripes

AaBbCc
AaBbCc
AaBbCc < Check and Cause > < Solution >
AaBbCc |
A~DLM A
AdDUCUU ] _
A toner cartridge may be installed

1. If horizontally
aligned color or black streaks or
smears appear

improperly.
Remove the toner cartridge and
reinsert.

Install a new toner cartridge.

2. Atoner cartridge may be defective.

e
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18) Curl

AaBbCc

1. If the printed paper is
curled or paper does not feed into
the printer

C

End

Service Manual
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228888 < Check and Cause >

D

< Solution >

Turn the stack of paper over in the
paper tray. Also try rotating the
paper 180j in the tray.
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4.2.5 Common Windows Problems

< Check and Cause > < Solution >

4 N

Exit all software applications. Remove all
software from the StartUp Group, then
restart Windows. Reinstall the printer driver.

"File in Use" message appears
during installation.

- J

e A
-Ensure that all cables are connected

correctly and the printer is on.

- If bi-directional communication is not
turned on in the driver, it will also cause
this message.

"Error Writing to LPTX"
message appears.

"General Protection Fault",
"Exception OE", "Spool32", or "lllegal
Operation" messages

Close all other applications, reboot
Windows and try printing again.

(These messages may appear during printing.\
Just keep waiting until the printer finishes
printing. If the message appears in standby
mode or after printing has been completed,
check the connection and/or whether an

error has occurred.

"Fail To Print", "A printer
timeout error occurred.”
messages appear.

e

NOTE: Refer to the Microsoft Windows 98/Me/NT 4.0/2000/2003/XP User’s Guide that came with your PC
for further information on Windows error messages.
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4.2.6 Common Macintosh Problems

< Check and Cause > < Solution >

You should change the Print Method option
to Print as Image when you print from
Acrobat Reader.

The printer does not print a
document from Acrobat Reader.

The document has
printed, but the print job has not
disappeared from the spooler in
Mac OS 10.3.2.

e

Update your Mac OS to OS 10.3.3 or higher.
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4.2.7 Common Linux Problems

< Check and Cause > < Solution >

You need to have administrator privileges to be able

| can't change settings in the ;
to change global settings.

configuration tool.

You may not have the GTK libraries installed. These
usually come with most Linux distributions, but you
may have to install them manually. Refer to your
distribution's installation manual for more details
about installing additional packages.

| am using the KDE
desktop but the configuration tool
and LLPR won't start.

. B
Some versions of the KDE or GNOME desktop
environments may require that you restart your

session for the changes to take effect.
\ J

| just installed this
package but can't find entries in
the KDE/ Gnome menus.

e A
In some conditions, it may not be possible to change

the default queue. This happens with some variants
of LPRng, especially on recent RedHat systems that
use the "printconf" database of queues.

When using printconf, the /etc./printcap file is
automatically refreshed from the database of printers
managed by the system (usually through the
"printtool" command), and the queues in /etc./
printcap.local are appended to the resulting file. The
default queue in LPRng is defined as the first queue
in /etc./printcap, and therefore it is not possible for
the Linux Printer Package to change the default when
some queues have otherwise been defined using
printtool.

LPD systems identify the default queue as the one
named "Ip". Thus, if there is already a queue by this
name, and if it doesn't have an alias, then you won't
be able to change the default. To work around this,
you can either delete the queue or rename it by

Continue.. L manually editing the /etc./printcap file. )

| can't make a printer
the system default.
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Continue..

The N-up setting
does not work correctly for some of my
documents.

| am using BSD lpr
(Slackware, Debian, older
distributions) and some options chosen
in LLPR don't seem to

take effect.

| am trying to print a document in
Landscape mode, but it prints
rotated and cropped.

Some pages come
out all white (nothing is printed), and
| am using CUPS.

Continue..

Alignment & Troubleshooting

The N-up feature is achieved through post-
processing of the PostScript data that is sent to the
printing system. However, such post-processing can
only be adequately achieved if the PostScript data
conforms to the Adobe Document Structing
Conventions. Problems may arise when using N-up
and other features that rely on post-processing if the

document being printed isn't compliant. )

| can't print to an SMB (Windows) printer.

Service Manual

-

N
Legacy BSD Ipr systems have a hard limitation on
the length of the option string that can be passed to
the printing system. As such, if you selected a
number of different options, you may have exceeded
the length of the options and some of your choices
won't be passed to the programs

responsible for implementing them. Try to select
fewer options that deviate from the defaults, to save

on memory usage.
J

Most Unix applications that offer a Landscape
orientation option in their printing options will
generate correct PostScript code that should be
printed as is. In that case, you need to make sure
that you leave the LLPR option set to its default
Portrait setting, to avoid unwanted rotations of the
page that would result in cropped output.

If the data being sent is in Encapsulated PostScript
(EPS) format, some earlier versions of CUPS

(1.1.10 and before) have a bug preventing them from
being processed correctly. When going through
LLPR to print, the Printer Package will work around
this issue by converting the data to regular PostScript.
However, if your application bypasses LLPR and
feeds EPS data to CUPS, the document may not

print correctly.
J

To be able to configure and use SMB-shared printer;
(such as printers shared on a Windows printer), you
need to have a correct installation of the SAMBA
package that enables that feature. The "smbclient"
command should be available and usable on your
system.

Samsung Electronics
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i e A
Continue.. ‘ Most Unix applications will expect a command like

the regular "lpr" command to be non-interactive and
thus return immediately. Since LLPR is waiting for
user input before passing the job on to the print
spooler, very often the application will wait for the
process to return, and thus will appear to be frozen
(its windows won't refresh). This is normal and the
application should resume functioning correctly after

the user exits LLPR.
N\ J

My application seems to
be frozen while LLPR is running.

It can be specified in the "Add Printer" dialogue of
the configuration tool, if you don't use the CUPS
printing system. Unfortunately, CUPS currently
doesn't allow you to specify the IP address of SMB
printers, so you will have to be able to browse the
resource with SAMBA in order to be able to print.

How do | specify the IP
address of my SMB server?

Some versions of CUPS, especially those shipped
with Mandrake Linux before the 8.1 release, have
some known bugs when processing PostScript
output from some applications. Try upgrading to the
latest version of CUPS (at least 1.1.14). Some RPM
packages for the most popular distributions are
provided as a convenience with this Linux Printing
\_Package. )

Some documents come out
as white pages when printing.

(There may be some local options defined in your ~/ \
Ipoptions file, which are manipulated by the Ipoptions
command. These options are always used if not
overridden by LLPR settings. To get rid of all options
for a printer, run the following command, replacing
"printer" with the name of the queue:

L Ipoptions -x printer

| have CUPS and some
options (such as N-up) seem to be always
enabled even though | don't
choose them in LLPR,

J

e A
Most printing systems will not run as the super-user

but as a special user (usually "Ip"). Therefore, make
sure that the file you have chosen to print to is

accessible to the user owning the spooler daemon.
. J

| configured a printer to
print to a file, but | get "Permission
denied" errors.

Continue..
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Continue.. ‘

On my PCL (or GDI)
printer, | sometimes get error messages
printing instead of my
document.

Some color images come out all black.

e

Alignment & Troubleshooting

N
Unfortunately, some Unix applications may generate

non-compliant PostScript output that may not be
supported by Ghostscript, or even the printer itself in
PostScript mode. You can try to capture the output to
a file and view the results with Ghostscript (gv or
ghostview will allow you to do so interactively) and
see if you get error messages. However, since the
application is probably at fault, contact your software

vendor to inform them of the issue. )

N
This is a known bug in Ghostscript (until GNU
Ghostscript version 7.05) when the base color space
of the document is indexed color space and it is
converted through CIE color space. Because
Postscript uses CIE color space for Color Matching
System, you should upgrade Ghostscript on your
system to at least GNU Ghostscript version 7.06 or
later. You can find recent Ghostscript versions at
www.ghostscript.com.

Service Manual
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Alignment & Troubleshooting

4.2.8 Major Problems Trouble shooting

1) Multi-Feeding

( Check and Cause ) ( Solution )

1. Solenoid malfunction
(the solenoid does not work properly)

Replace the solenoid if necessary.

2. Pad-Friction is
contaminated with foreign matter.(oil...)

Clean the pad friction with soft clothe
dampened with IPA(Isopropyl Alcohol).

3. The face of paper is blended. Use the smooth paper.

e
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2) No Power

ned on, The LCD and status LED on the operator panel do
( Check and Cause > ( Solution >

1. Check if the power input
and SMPS output are normal.

Replace the power supply cord or SMPS.

2. Check the inferiority
of OPE Unit if the LCD of Panel does
not appear after normal
warmingup.

e

Replace the OPE unit.
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3) Fuser error

a) Low heat error

"Error #U1-1211 Turn off then on"
message has occurred.

Lamp open?
(For 110V : 1.35+1 ohm
For 220V : 4.7+1 ohm)

Yes Change Fuser Lamp
4713-001243

NO

Yes Change Fuser Lamp
4713-001243

NO

Yes

AC-Harness Short? AC-Harness Change

NO

Thermostat Open?
4712-001031

NO

Yes Replace Thermostat
1404-001447

Thermostat Pollution, Bend?

Yes Replace Thermostat J

NO

Yes Replace Thermostat
1404-001447

Thermostat Resistance Defect?
(300~450kohm @ 257C)

NO Replace Fuser & recheck
The SMPS and Main B'd
could be suspect

Y
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b) Low heat error

"Error #U1-2121 Turn off then on"
message has occurred.

Lamp open?
(For 110V : 1.35+1 ohm
For 220V : 4.7+1 ohm)

Change Fuser Lamp
4713-001243

Replace Thermistor
1404-001447

Thermostat cannot be
cleaned and/or bent?

N
Thermostat Resistance Defect? Replace Thermistor

(300~450kohm @ 257C) 1404-001447 )
( N\

NO Replace Fuser & recheck

> The SMPS and Main B'd

could be suspect

L J
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Reference Information

6. Reference Information

This chapter contains the tools list, list of abbreviations used in this manual, and a guide to the location space
required when installing the printer. A definition of tests pages and Wireless Network information definition is
also included.

6.1 Tools for Troubleshooting

The following tools are recommended safe and easy troubleshooting as described in this service manual.

* DVM(Digital Volt Meter) * Cleaning Equipments

Standard : Indicates more than 3 digits. Standard : An IPA(Isopropy! Alcohol)dry wipe
tissue or a gentle neutral detergent
and lint-free cloth.

* Driver

Standard : “-" type, “+" type (M3 long, M3 short, /

M2 long, M2 short). gl/ ,_7 @

* Tweezers ) *
-

Standard : For general home use, small type.

* Cotton Swab
Standard : For general home use, for medical
service.

* Software (Driver) installation CD ROM

Install Driver CD

Network S/W CD

o — D
——
-, X

- 6-1
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6.2 Acronyms and Abbreviations

The table below explains the abbreviations and acronyms used in this service manual. Where abbreviations
or acronyms are used in the text please refer to this table.

ADC Analog-to-Digital-Conversion HBP Host Based Printing

AP Access Point HDD Hard Disk Drive

AC A'I‘t”é”rnating Current HTML Hyper Text Transfer Protocol

ASIC Aééiication Specific Intééféted Circuiﬁ HV ngh Voltage

ASSY Assembly HVPS High Voltage Power Supply

BIOS Basic Input Output Systéfh ' I/F Interface

BLDC Motor Brushless DC Motor I/0 |'l;l“b'l‘.',|‘t and Output

CLBP Color Laser Beam Printer ' Ib F’Bﬂhd(s) """"

CMOS C'bfhplementary Metal Oxide ' IC Iﬁfégrated Circuit
Semiconductor ICC International Color Consortium

CMYK Cyéh, Magenta, YeIIow,mB'I‘ack ' IDE Ih'fé'l‘ligent Drive Electronics or

CN Connector ' ntegrated Drive Electronics

CON Connector IEEE Institute of Electrical and Electronics

CPU Central Processing Unit ' Engineers. Inc

CTD Sensor  Color Toner Density Sensor ' 10T Iﬁiége Output Terminal H('é‘olor printer,'

dB Decibel ' Copier)

dBA A-Weighted decibel IPA Isopropy Alcohol

dBm Decibel miliwatt IPC Inter Process CommunicationEPP

DC Direct Current ' Enhanced parallel Port

DCU D'i‘é‘g'jnostic Control Unit IPM Ifﬁéges Per Minute

DIMM Dual In-line Memory Module ' ITB Ifﬁé@e Transfer Belt

DPI DotPerinch LAN local area network

DRAM Dynamlc Random Acceé‘é”Memory ' LBP Laser Beam Printer

DVM Iji‘diktal Voltmeter LCD L|qU|d Crystal Display

ECP Enhanced Capability Port ' LED nght Emitting Diode

ECU E'h”dine Control Unit LSuU Laser Scanning Unit

EEPROM E'I‘é‘étronically Erasabe MB I\'/i‘é'g‘abyte """"
Programmable Read Only Memory MHz Mééahertz """"

EMI Electro Magnetic Interference ' MPBF Mean Prints Between Failure

EP Electro photographic =~ MPF/MPT Multi Purpose Feeder/Multi Purpose '

EPP Enhanced Parallel Port ' Tray

F/W Firmware NIC Network Interface Card

FCF/FCT First Cassette Feeder/First Cassette NPC Network Printer Card
Tray NVRAM Nonvolatile Random Access Memory'

FISO Iffb"r'it-ln, SideOut OPC dféénic Photo Conductor '

FPOT First Print out Time PBA Printed Board Assembly """

GDI Windows Graphic Device Interface PCL Printer Command Langﬁége , Printer

GIF G'fé'phic Interchange Format ' Control Language

GND Ground

- 6-2
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PCI Peripheral Component Interconnect SMPS Switching Mode Power Supply
by Intel 1992/6/22, is a local bus SPGP Samsung Printer Graphic Processor '
standard developed by Intel and SPL Samsung Printer Language '
introduced in April, 1993 : A60, B60 SPL-C Samsung Printer Language-Color
Pins Spool Simultaneous Peripheral Operation
PCL5Ce Printer Command Language 5Ce- Online
Color SRS Software Requirment Specification
PCL6 Printer Command Language 6 SURF Surface Rapid Fusing
PDF Portable Document Format SW Switch
PDL Page Description Language sync Synchronous or Synchronization
Ping Packet internet or Inter-Network T1 ITB
Groper T2 Transfer Roller
PPD Postscript Printer Discription TRC Toner Reproduction Curve
PPM Page Per Minute PnP Universal Plug and Play
PS Post Script U.l. User Interface
PS3 Post Script Level3 URL Uniform Resource Locator
PTL Pre-Transfer Lamp usB Universal Serial Bus
PTB Paper-Transfer Belt VCCI Voluntary Control Council for
PWM Pulse Width Moduration Interference Information Technology
Q?y Quantity Equipment
RAM Random Access Memory WECA Wireless Ethernet Compatibility
RCP Remote Control Panel Alliance
ROM Read Only Memory Wi-Fi Wireless Fidelity
SCF/SCT Second Cassette Feeder/Second
Cassette Tray
Service Manual o3 Samsung Electronics
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6.3 Select a location for the printer

» Leave enough room to open the printer trays, covers, and allow for proper ventilation. (see diagram below)

* Provide the proper environment :

- Afirm, level surface

- Away from the direct airflow of air conditioners, heaters, or ventilators

- Free of extreme fluctuations of temperature, sunlight, or humidity
- Clean, dry, and free of dust

- T Tt Ty T/ Tt/ -
: I 100 mm 1
| (3.9in.) |
o "
| 100 mm —} 100 mm !
1 (3.91n.) (3.9in.) !
|<—> -
! !
! \\‘ — ) !
| A !
| |
! 482.6 mm i
| (18.81in.) |
| |
[ _
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6.4 A4 1SO 19798 Standard Pattern

This test page is reproduced at 70% of the normal A4 size

M I

Stephen J. Singel
Fabanda Sinpat Abamess
Tendar, BSF
URANGLE

LSA

Funtres Sclber Hotoncr

30 November 20038
Johnathan Q. Maderia

Inpert Mampem Abaress
2343 Stantin Dawer Lank
Benhibe, SDF

Mr. Maderia:

Nam liber tempor cum soluta nobis eleifend prion cogue nihil consegquat, velilum.  Dolore eu zril feugial
nulla acilisis al vero eros accumsan 2l iust odio dignis sim qui blandit pragsent lutatum il lobortis misl ut
aliquip exea commodo consaquat. Puis autem vel eum imre dolor in hendreritin ulpuiate velit esse
molestie lincidunt ut lsoreet dolore magna aliquam erat voluipat. Ut wisi enim ad minim vhniam, quis
mostnd exerci Lation ullam corpersus cipit lis nisl

Sieverp Bdrecnpe Amel, Amel, consectetuer adipiscing elit, sud diam nonummy nibh veniam,

ecneps adipiscing elit. sed diam nonummy nibtil laoreet dolore magmana aliam

erat volupat, UL wisi enim minim veniam, guisient nostrud. Solyom ma nobis

eleilencdopin cogue nihil imerdiel domg id quocd mzim plerat facer posim anm.

Lorem ipsm dolor sit amet. consectver. Duis autem vel eum iriure dolorin

hendreritin valputate velit cesse ea commodo molestie. Nam liber tempor cum

soluta nobis eleifend option cogue nihil consequat. velillum. Dolore eu zril

feugiat nulla facilisis at vero ems accumsan et insio ocio dignissim gui blandit
L& B C D E praesent domg id quod mzim plerat facer posim aum.

Integer sagittis lacus vel nulla, Morbi convallis hencrerit risus, Nullam iwterdum, enim non gravida

fengial, guam ante consequat metus. sed molestie dolor lonor eu ipsum. Phase llus semper risus sil amet

diam, Cras wisi arcu, pulvinar nec, molestie fringilla, vestibulum iaculis, mi. Pragsent nonnmmy pulvinar odio,

Duis vitae eros. Fusce suscipit. Bliam jusio massa, semper feugiat, porititor sit amel. nomummy in. cuam.
Aenean nulla magna. elementum ut. eleifend ac, aliquam ut, risus, Morbi laoreet elementum dui.
Vestibulum nibh sapien. thoncus non, lobortis nee, ullamcorper 4, enim. Pragsent nltricies enim non
lorem. Curabiur consectetuer. diam et nonummy comvallis, quam quam tristique nulla, pul vinar blandit
ipsum arcu a tellus. Phasellus dolor. Ut ullamcorper venenatis quam. Quisque egestas eral.

Singabel.

Stephen J. Singel
Demperta Aminerimum
Fabanda Sinpat Abamress

SIS:dwe
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] Sempter Fdut Aploriouis

L

[ ot 8 o €017 Pl i Fsty i ST LTS marTprar 2006
P s cha (U, 257U Mo 50 S PTG e el e bl

FY05 FYos FYor FYos

Nuc Facilisis:
Tembo Facilisis $ 14600 $ 11502 § 0462 $ 7,589
Internboint Facilisis 17,901 13650 11,310 9,192
Troper Facilisis 32,510 25.350 20,772 16,761
Bet Repanides:
Elamber 27,125 27.380 17122 13,256
Sempler 4.394 3.611 3,185 3.154
Troper Yot Rocanides 20,317 18,410
Repanides ent Facilisis:
Facilisis zu Pontone Eber 17,069 13,021 10,021 8,018
Facilisis be Reptor 2,946 2.478 2102 1,910
Renters ent Dictiument 2302 2,027 1,761 1,436
Solig, Getenre ent Atmed 5,365 4,925 4,554 3642
Troper Repanides ent Facilisis
Eberer zonte Ontemer:
Impress Oteber ent Obenr. Num 270 29 25 23
Impress Repanides 206 155 121 93
Repanids Belome Tanxar 3,632 2.423 1,783 1,334

Popilemse fur Taxer 1,199

Ipen spanteis doctemn:

Pen Epanteis 4.63 3.07 233 0.94

Gelpe Divedenum 0.70 0.55 0.45 0.36
Et Hare Sil:

Toper Grendum $ 24427 $ 19557 $ 16736 $ 13700

Delpareeds 102,300 98.400 ©9200 92600

Repanides pen Delpereeds  $ 308,104 $253.974 $211,195 $177.214

FYoo

$ 5484
8,192

14.494

11.880
2614

7834
1.760
1,280
2401

20
87
1.143

1.30
0.32

$ 11,973
89.000
$162.854

LSA

Funkes Solber Metenar
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-

| Ve Emerirre Et Tum Ober

l 14 Decermber 2004

MCLLXVII

Lorem In cursus. Quisque ac dui. Maecenas vehicula. Nam
Nullam ut lorem. Sed imperdiet risus eget elit. Fusce dictum, Vivamus su
vehicula leo sit amet elit. =ros. Lorem ipsum dolor sit amel, consectetuer

Maurisipsum mi, adipiscing elit. Pellentestjue rhoncus, estin rutrum
dapibus nec, pharstra in, faucibus, velit leo volutpat purus. a blandit wisi velit
eleifend vel. risus. quis est. Donec faucibus elementum mi. In pulvinar

Donec uma. Morbisit  elit sit amet nisl. Donec dolor augue, suscipit nec.
amet tortor. In nulla. Ut nonummy eget. scalerisque in, est. Integer nisl.
sodales volutpat erat Aliquam et lacus eget magna scalerisque blandit.
Morbi dictum nibh quis ~ Mullam sapien neque, vulputate non, porttitor nec,
ast faucibus et, est. Ut fringilla turpis ut maana porttitor
terrpor. Prassent erat. Donec sed erat consequat
Praesent pellentesque  ligula pulvinar dapibus. Etiam sapien. Donec a risus

ante. Sedinterdum ut augue tincidunt suvismod. Fusce laoreet, risus nec
metus non arcu.Donec  evismod suscipit, orci ligula tempor massa, st

Nec risus nec elit ultricies nulla quam ut enim. Quisque in nunc.
lao-reet sollicitudin, Carbitiir

Donec aipsum. -
‘Jestibululzn et urna. Fuscs feugiat metus sed augue. Munc ligula. Aenean

Nullam non enim at nulla 'ectus elit, pellentesque sit amel, gravida eget,

faucibus fringilla fringilla non, massa. Vestibulum metus neque, feugiat
Asnean tortor .“]m a, imperdiet id, elementum ac. nunc. Suspendisss
fermentum quis, ' terpor. Aliqguam vitae arcu. Nunc maurs nunc,

venenalis 2. omare in,  CUrsus at, sollicitudin eget, pellentesque st, massa.
purus. Proin commodo,  Nlla vulputate. wisi at consequat gravida, wisi tellus
libero eu mattisiaculis.  !acinia ante, aliquam consequat lectus eros at nibh.
nulla massa blandit Donec porttitor, libero at iaculis sodales, dui tellus
eros, sed pulvinar risus rutrum elit, eu pulvinar neque lorem condimentum
melus nec tortor. nulla.  9Ui- Nam vel quam quis lacus egestas lobortis.
Pellentesque purus magna, rutrum sed. tincidunt

Nulla mor nare blandit, accumsan ac, ordi. In fringilla. Pellentesque

E rhoncus evismod risus. Nunc nec nisl. Etiam rhoncus.
g“‘}{b‘ g s felis et pellentesque consequat. diam ante congue
MB rEP SqUs ”5"'5-3 4 le0. acwiputate felis purus id psum. Proin
ftiﬁgilllgegg::l;:i Ie: vestibulum diam quis mauris. Nullam omare mstusin

Phassllus lacinia blandit OFko. Al v

i Ef tlooat Curabitur ullam-
i, =M egetien comper. Cras slit velit,
enim pretium

malesuada. Vivamusin dictum egel, pharsira

ac. cursus id, arcu.
lorem. Nullam semper Mauris mauris justo,
tempor lorem. vol utpat non, varius.
Pellentesque et magna. | Aliquam vitae arcu
:':::nc por[ta van;le leo. . Ya Nunc mauris nunc.
eger sleManium, mi cursus at. solli citudin
eget tempor vestibulum. dictum eget

L
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Pellentesque roncus,
est in rutrum faucibus.,
velit leo volutpat purus,
a blandit visi velit quis
asl. Donec faucibus
eleme ntummi. In
pulvinar elit sit amet nisl.
Donec dolor augue,
suscipit nec, non um my
egel, scelerisque in, est.
Integer nisl.

Aliquam et lacus egst
magna scelerisque
blandit. Nullam sapien
neque, vulputate non,
pontitor nec. faucibus et,
est. Ut fringilla turpis ut
magna porititor tempor.
Praesant eral. Donec
sed erat consequat
ligula pulvinar dapibus.
Etiam sapien. Donec a
risus ut augue tincidunt
evismod. Fusce laorest.
risus nec svismod
suscipit, ord ligula
tempor massa, et
ultricies nulla quam ut.
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® Donec citae diam pellenteque sem vitus et ala em
luctus semper

e Praesent nulla lacus ultrices quis um toper bine

® Maecenas felis leo posuere quis sagittis pradem
® Pellentesque in dui et sollicitudin dictum etoper
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